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SEE PLAN FOR ALL DIMENSIONS

LAYOUT OPTION 1

LAYOUT OPTION 2

OBSERVATION WELL/ CLEANOUT CAP DETAIL

NOTES:

1. MANUFACTURED SAND IS NOT ACCEPTABLE IN

DRYWELLS.

2. ALL PERFORATED PIPES MUST BE SCHEDULE 40 PVC

OR HIGHER QUALITY, 4 IN DIAMETER MINIMUM.

3. DRYWELLS MUST BE LOCATED:

3.1. - ___ FT MIN. FROM PROPERTY LINE

3.2. - ___ FT MIN. FROM SLAB ON-GRADE BUILDINGS

3.3. - ___ FT MIN. FROM BUILDING FOUNDATION

3.4. - ___ FT MIN. FROM ANOTHER DRY WELL

3.5. - ___ FT MIN. FROM SEPTIC TRENCH OR TANK

3.6. - ___ FT MIN. FROM ALTERNATE WELL LOCATION

3.7. - ___ FT MIN. FROM PRIMARY WELL LOCATION SO

AS TO MINIMIZE ANY BASEMENT SEEPAGE

SECTION VIEW

DRY WELL SPECIFICATIONS:
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6" 6"

PERFORATED PVC

INSIDE DRY WELL

AREA ONLY

OBSERVATION

WELL/CLEANOUT

PANELLA-TYPE

CLEANOUT

PIPE SEAL GASKET

PROPOSED/EXISTING

GROUND

6" SCH 40

PVC PIPE

PIPE TO BE

PERFORATED BELOW

FILTER FABRIC

REDUCER COUPLER

IF NEEDED
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WATER TIGHT CAP

PERFORATED

PVC PIPE

12" THICK SAND FILTER LAYER

ASTM C-33 CLEAN,FINE

WASHED AGGREGATED SAND

OBSERVATION WELL/CLEANOUT CAP SET

FLUSH WITH PROPOSED/FINISHED GRADE

OPTIONAL 4-6" PVC

OVERFLOW PIPE TO

DAYLIGHT W/ PERFORATED

CAP

PROTECTION LAYER OF FILTER FABRIC

(NO FABRIC AT BOTTOM OF TRENCH)

MIN CLASS SE

TRENCH FILLED WITH       TONS OF #2 CLEAN

GRAVEL STONE TO BE PLACED FROM A

DISTANCE OF 3' OR LESS SO AS TO AVIOD

DAMAGING FILTER FABRIC

PROPOSED/EXISTING

GRADE

PVC COUPLING
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